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KEM-X SOCKET SAVER
FREEZE PROOF PROTECTION (STANDARD)

Keep water and foam from entering the Bourdon
tube of your gauge with our exclusive, patented
"Kem-X Socket Saver".  Once the tube of the
gauge has been evacuated and filled with instru-
ment oil, a special BUNA-N 'boot' is inserted
directly in the socket of the gauge and held in
place by a retaining ferrule.  This combination
isolates any water from the wetted parts of the
instrument.  Our Kem-X prevents freezing from
harming your gauge.

LIGHTED, LIQUID FILLED GAUGES
FINALLY, THE INDUSTRY'S FIRST LOW COST,
SIMPLE SOLUTION TO LIGHTING YOUR 
PRESSURE GAUGE.
The industries first illuminated, liquid filled pressure
gauge.  The 'IPG' option (patent pending) is available on
all 2.5", 3.5" and 4.5" gauges in all mounting styles.

SPECIFICATIONS
• BULB - Replaceable.  12 volt.  Incandescent or 

colored LED.  (white, red, blue, green or yellow.)
• ELECTRICAL CONNECTION - 18" flying leads standard
• WATERPROOF BULB HOLDER

CUSTOM DIAL FACES

Customize your gauges with your logo printed on
the dial face.  (Set-up and minimum quantities
may apply.) 

We also offer standard 'Series FA' Name On Dial
faces in Black on White and reversed White on
Black dials.  Dual reading scales (with Metric)
also available.
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